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905-669-7373 · glowbrand.ca

Models

B85, B120 & B160 

Condensing Boiler

GlowBrand ASME certified condensing boilers for 
heating are ultra-efficient and compactly designed, 
with an AFUE rating of 95%. These units are fully 
modulating at 10 to 1. PVC 2” venting up to 100 feet.

Canadian Made
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Glow B85 Dimensions

Legend

Glow B120/ B160 Dimensions

Gas Supply

3/4’’ NPT

CH Supply

3/4’’ NPT

CH Return

3/4’’ NPT

Condensate Outlet

3/4’’ I.D.

Technical Data Specifications B85
(NG)

B85
(LP)

B120
(NG)

B120
(LP)

B160
(NG)

B160 
(LP)

Central Heating Input – Min MBH (KW) 9.6 (2.8) 13 (3.8) 16.2 (4.7) 18.5 (5.4)

Central Heating Input – Max MBH (KW) 87.8 (25.7) 121.2 (35.5) 162.5 (47.6) 165.9 (48.6)

A.F.U.E 95% 94% 95% 94% 95%

Min Gas Pressure – Inch w.c. 3.5 8 3.5 8 3.5 8

Max Gas Pressure – Inch w.c. 10.5 13 10.5 13 10.5 13

Power (120Vac/60Hz) - Watts @Full Fire not Including Pump(s) 50 45 60 56 92

Min Operating Pressure – Space Heating - psig 10

Max Operating Pressure – Space Heating - psig 30

Min Water Temperature - Space Heating - °F (°C) 95 (35)

Max Water Temperature – Space Heating - °F (°C)1 171 (77)

Min Water Flow Requirement Through Heat Exchanger (gpm) 3 6 7

Max Equivalent Vent Length 2" (each side) - ft 100 40

Max Equivalent Eent Length 3" (each side)- ft 125

Vent/Air-Intake Pipe Diameter, Inches (mm) 2 (51) or 3 (76)

CH Water Connections - NPT, in. 3/4

Gas Connection - NPT, in. 3/4

Dimensions H x W x D - Inches (mm) 31.2 x 16.9 x 14.0
(793 x 430 x356)

31.2 x 16.9 x 18.0
(793 x 430 x 457)

Weight (empty) – lbs (Kg) 105 (47.6) 125 (56.7)
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2.2 Unit Dimensions

Figure 2.1 - Glow B85 Dimensions
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Figure 2.2 - Glow B120/ B160 Dimensions
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Figure 2.2 - Glow B120/ B160 Dimensions
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Figure 2.2 - Glow B120/ B160 Dimensions
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Figure 2.2 - Glow B120/ B160 Dimensions
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Figure 2.2 - Glow B120/ B160 Dimensions
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Figure 2.2 - Glow B120/ B160 Dimensions
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